STANDARD SYMBOL

DETAIL G-1-1 PIPE OUTLET
SEDIMENT TRAP ST-I

[MAXIMUM DRAINAGE AREA = 5 ACRES|

COMPACTED EARTH
EMBANKMENT

DISCHARGE TO STABLE AREA, OUTLET PROTECTION

STORM DRAIN SYSTEM, OR ISOMETRIC VIEW
RECEIVING CHANNEL RISER PERFORATED
ABOVE THE WET
ANTI_SEEP 4 FT MIN. STORAGE
—SEE TOP WIDTH ELEVATION ONLY
COLLAR —
RIPRAP ] 18 IN W\
PROTECTION 5 FT
MAX. 12 IN MIN. [~ | DRY
MImnmMmmMmIINS T
0% SLOPE DL ) TS 'STORAGE
7T NS0 | | TR NN
!‘\ _ [\/—_‘J// \}\ - ) [,
—\ TRAP
NONWOVEN S~ WATERTIGHT BOTTOM

CONNECTING BANDS

10 FT MIN. LENGTH GEOTEXTILE
RISER EM}@EDDED 9 IN INTO
19 IN MIN. THICKNESS CONCRETE OR % IN STEEL PLATE
OF CLASS | R|pRAE RIPRAP TWICE THE RISER DIAMETER (MIN.)
OR EQUIVALENT EXTENDED ATTACHED TO RISER WITH A
RECYCLED CONCRETE EJ%]D”ERMIL""’-DE CONTINUOUS WELD ON BOTTOM
AND 2 FT OF STONE PLACED ON
STEEL PLATE.

SECTION
NOTE:

— TYPICAL ANTI-SEEP COLLARS
RISER BASE

CONCENTRIC TRASH RACK
AND ANTI-VORTEX DEVICE

% INCH GALVANIZED HARDWARE CLOTH | REFER TO DETAIL G—2-1
WITH NONWOVEN GEOTEXTILE SECURELY | REFER TO DETAIL G-2-2
FASTENED TO PERFORATED RISER REFER TO DETAIL G—2-3

NONWOVEN GEOTEXTILE

! GALVANIZED HARDWARE CLOTH
' RISER
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